


TECHNICAL SPECIFICATIONS

Items

Model VIEW 8X

Alignmen t M ethod

Number of Fibers

Applicable Fibers

Core Alignment

Single

SM (ITU-T G.652&T G.657) / MM (I TU-T G.651) / DS (ITU- T G.653) / NZDS (ITU-T G.655)

Coating Diamet er 100�ˆm - 3mm

Cladding Diamet er �����������������ˆm

Cleave Length 5 - 16mm

Typical Splice Loss SM: 0.01dB / MM: 0.01dB / DS: 0.03d B / NZDS: 0.03dB / G.657: 0.01dB

Retur n Loss >> 60dB

Splice Time Quick mode: Avg. 4 sec / SM mode: Avg. 5 sec / Auto mode: Avg. 7 sec

Splice Programs Max 128 m odes

Electr ode Lif e span 6000 Arc Dischar ges

Heating P rograms Max 32 mo des

Heating Time Quick: 9s / Average: 13s

Protection Sleev e 20m m - 60mm

Data Output Cloud (View Pro Manager) + USB-C

Splice Memor y 20,000 Splice data / 10,000 Splice image

Batt ery Battery Capacity: 9000mAh / Operation Cycle: 500 cycles (Splicing + Heating)

Power Supply AC Input 100 -  240V, DC Input  9 - 19V

Monit or 5.0” Color LCD display, Full Touch Screen

�0�D�J�Q�L�t�F�D�W�L�R�Q

Size

x360, x520

162 x 143 x 158mm  

Weigh t 2.68kg

Pull Test         1.96 - 2.25N

• Water r esistance (IPx2)

• Shock resistance (Drop tr om 76cm)

• Dust r esistance (IP5X)

Items

Oper ating Conditions

Alti tude: 0 - 5000m 
Humid ity: 0 - 95%, non-dew
Temperat ure: -10 - 50°C  
Wind: up to 15m /sec 

Storage Conditions
Humid ity: 0 - 95%, non-dew
Temperat ure: -40 - 80°C 

Resistance Tests

Shock Resistanc e : 76cm for bott om sur face 
drop
Exposure to Dust : 0.1 to 500u m diamet er 
alum inium silicate
Rain Resistance : 10 mm /h for 10 mi ns

ENVIRONMENTAL CONDITION & TESTWEIGHT AND DIMENSIONS

The Informat ion on this  catalog is su bjec t  to change witho ut pr ior not ice.

158mm 143mm

162mm

Heigh t: 162mm
Width:  143mm
Depth:  158mm

Weigh t
2.68kg

Homepage
www .INNOinstrumen t.com

Please visit us on Facebook 
www .facebook .com/INNOinstrumen t
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*Battery:  Measured as 1-minute cycle of splicing and heating. Measured in Power Save mode.


